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Company Profile
Greetings..! 

M.B Trade Corporation, the company founded in the year  “2002”,  under the leadership of a young professional  , who 
came to Industry having rich  practical experience of sales & after sales services  of  Textile Machinery & Testing 
Equipment .
Over the years the experiences attracts galaxy of companies around the world, energetic team     of young professional and 
becomes a strong profile of leading sales and marketing company of capital product.
The company & its team guided by experience leadership and keeps Engage in Promotion of its range of product, to each 
sector of Textile Industry and the journey really applicable to its Growth.  
OUR MISSION….
To make listed the company "most valuable" in this trade.
OUR VISION…. 
Let the world join in our journey of growth .
Product Range….
Turkey 

ODESI- Automatic Dispensing System 
CEDIT – Yarn Dyeing Machinery 

India
MAG Solvics Pvt. Ltd- Fiber & Yarn Testing Instruments  
Premier Colorscan Instruments Pvt Ltd. Spectrophotometer 
Vetri Engineers-Original Replacement Spinning Spares 
MRS Bearings- All type of Industrial Bearing   

China 
Wuxi Weifeng Dyeing & Finishing Machinery – Yarn Dyeing Machinery  
Jiangyin Xinjie Textile Machinery Co., Ltd– Hard Cone , Soft Cone winder & Twisting Frame 
Refondtex Instruments Pvt. Ltd – Textile Testing Instruments  
Honjjing/ Dycon – Lab Dyeing & Finishing  Machinery 
Dongjie Textile Special Parts Co., Ltd- Spinning Ring Cup, Roller and other Parts

UK 
SellQiock Europe – Textile Testing instruments
SDC Enterprise – Testing Consumable Item 
Testometric –Material Testing Instruments 
GEA-Denco –Precision Lab Conditioning System 
VeriVide –Color Matching cabinet & Lamp  

Germany
Hans Schmidt & Co GmbH – Controls Instruments 
Just Normlicht GmbH – Color Matching cabinet and Lamp 
Datapaq - Fluke Process Instruments- Curing Oven & Stanter Machine Temperature Profile System 
KPM Aquaboy – Moisture Meter 
OMNI LAB- Analytical Lab Instruments 

Sweden  
Electrolux Professional- Washer FOB71CLS, W555H, Dryer T5130 and Spares Parts  

Italy 
CO.FO.ME.GRA SRL – Light Fastness Tester 
API  SRL –  Advanced Pneumatic 
ETV SRL - Humidity & temperature monitoring 

USA
Testfabric Inc- Textile Consume Item 
Whirlpool – Washer & Dryer 
X-Rite – Leader in Color Management Systems

etc ……



LABORATORY DISPENSING SYSTEM

AUTOMATIC RECIPE CALCULATION (Fabric Weighing Modüle)
The system can calculate a recipe for any amount of product by using a sample product weighing scale. 
Put the sample on to the scale, choose the recipe, press calculate & dye. System will prepare dyes, 
chemicals, salt, soda and total liquor according to the sample weight automatically. No need to prepare 
exect weight samples or separate recipes for every sample

AUTOMATIC DILUTED SOLUTION PREPARATION
The system prepares all diluted solutions automatically from the main solution.
Put the empty bottle on to the solution scale, choose the dyestuff, choose the %C and write the amount 
of solution you need. System will calculate water and concentrated solution amounts to be mixed, to 
prepare the needed amount of diluted solution. All will be done automatically

SYSTEM SPECIFICATIONS
 Accuracy :  ≤ 0,003 ml 
 Speed :  Average 100 recipes/hour 
   (3 colors, salt, soda, water)
 Min dispense amount : 0,2 ml
 Max dispense amount : 55 ml 
 Syringe capacity :  60 ml
 Syringe tolerance :  0,001 mm.
 Calibration :  No need
 Sealing piston :  PTFE
 Water inlet :  1 cold, 1 hot (max 60 °C)
 Product bottles :  40/ 80/120/ 320 ( Optional Selectable) 
 Dispense points :  36 (at a time)
 Movement controls :  SERVO CONTROL from FESTO
 Water feed :  Via burkert flowmeter
 Solution stirres :  3 pcs standard
 Sample scale :  250 grs / 0,01 gr
 Solution scale :  4500 grs / 0,01 gr

www.odesi.com.tr

M. B. TRADE CORPORATION
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Liquid Chemical Dispensing System

CHEMICAL DISPENSING SYSTEM
Chemical measuring and dispensing unit for 20/24/36/48/60  chemicals to 30 dispense points complete with 
measuring unit, dispensing unit and main control unit.
 20/24/36/48/60   chemical measuring unit Main water inlet valve   
 Dispense line speed up washing valve     
 Ceramic Lineer E-Mag Chemical measuring flowmeter  
 Multi Lobe dispensing pump      
 PLC control unit (CPU and modules)     
 PLC software        
 Inverter drive with PID control      
 Flow reducer valve & Back Pressure valve    
 Main Control panel, 21" Full HD LED screen industrial PC  
 Main control & stock control software     
 8 pcs dispense valves       
 1 pc drain valve        
 1 pc divert valve        
 All solenoid valves       
 Central management integration software
Why do you need ODS CHEM?
 Minimizes the human involvement, and accordingly reduces weighing errors and defective orders
 Lowers valuable chemical spills which translate into 15 – 25 % cost reduction 
 Allows managers to identify the recurring errors and improve the productivity through the historical order  
 tracking system
 Allows easily duplicating the work orders via standardized, consistent, and accurate procedures
 Reduces the labor costs
 Improves the inventory management
 Lowers the order process times and improves the turnover
 Helps to prevent hazardous accidents by reducing human input in the chemical dispensing process.

M. B. TRADE CORPORATION

www.mbtradebd.com
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Dyestuff Dissolving & Dispensing System

Dyestuff Dissolving in 2 Separate Dissolving Tanks and Dispensing Directly to Dyeing Machine Side Tanks.

SYSTEM SPECIFICATIONS:
 1 x 150 lts& 1 x 450 lts Dissolving tanks
 Service per day: 140 (avg. depends on the distances and dispensing amounts)
 Working pressure: 4 - 6 bars
 Serve between 100 kg to 1500 kg dyeing machines
 2 dissolving tanks to 16 outlet dispensing system via E-MAG flowmeter
 Mixing with high vakum propellor
 Maximum dispensing speed 70 lts/min.
 Washings and dispensings are accelerated by pressurized water line.
 All components 316L quality stainless steel.
 High quality positive displacement, CIP cleaning, hygienic SNT pump for dye dispensing.
 System can run 2 different lines via divert valve and 2 seperate drain valve.
 PTFE tube E-MAG flowmeter (no need of calibration)
 Manual control from the main control unit which equipped with 21” LCD screen industrial pc.

Why do you need ODS DYE?
Suitable dissolving for each dyestuff
Avoids color differences for the same orders
Eliminates color stains by fully dissolving the powder
Eliminates making dye adjustments
Minimizes the spillage
Reduces the hazardous effects of dye on the operators
Eliminates flying dye dust in the dyehouse 

M. B. TRADE CORPORATION

www.mbtradebd.com
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Rotating dyestuff storage and weighing with barcode controlled and by using 2 separate scales with a travelling 
scale platform. ODS Weigh system controls the dye weighing process by integration with recipe softwares. 
System rules the operator to wteigh the right dye at the right amount via a computer and barcode controlled 
system. Storing the dyestuff is another important subject. Result of correctly storing the dyestuff is, time and 
space saving. Correct storage brings correct stock control together.  
Dyestuff can be stored in 2 different ways:
 60 dyestuff storage system (each 25 kg boxes with standart sizes) 
 LED light indication for the dyestuff     
 Safety light curtain       
 Control PLC        
 Carousel control 5” touch screen     
 Inverter drive        
 Rolling rails for scale platform      
 2 weighing scales 750 gr - 0,01 gr / 30 kg – 0,5 gr
 21” LED screen industrial PC      
 RF Barcode scanner       
 Thermal barcode printer       
 PC software
 No of shelf: 6nos
 Max. Load Weight: 300 kgs /shelf
 Max. No of Box: 10 nos /shelf
 Total Dye Boxes: 60adet
 Max. Dye Reach Time: 15secs.Space 
Why do you need ODS WEIGH & ODS CRS?
 DYE IT RIGHT FIRST TIME increases,
 Eliminates weighing errors,
 Correct dyestuff can be selected very quickly,
 All the weighings are done in the limits and recorded,
 0 “zero” mistakes are eliminated,
 Dyestuff Lot track can be done,
 Space saving,
 Weighing time is shortened,
 Spillage is minimized with travelling scales,
 Perfect stock control.

DYESTUFF STORAGE & DYESTUFF WEIGHING SYSTEM

M. B. TRADE CORPORATION

Our Other Related Product
Salt Soda Sulphate Dispensing System
Salt Soda Sulphate Dissolving
Crude Salt Purification

www.mbtradebd.com

06



www.premiercolorscan.com

M. B. TRADE CORPORATION

Premier Colorscan
Spectrophotometer & Color Matching Softwares

A Leader In Color Matching Systems from India

Technical Specification
Measurement Modes % Rfl & %Trn
Measurement Principle Dual Beam
Sphere Dimension 152 mm Diameter
Light Source Pulsed Xenon
Wavelength Range 360 nm To 700 nm
Wavelength Interval 10 nm
Photometric Range 0% To 200%
Optical Configuration D/8 Or D/0 Viewing Geometry
Wavelength Accuracy 0.1 nm (avg.)
Repeatability Less Than 0.1 De Cielab (White Tile)
Inter Instrument 
Agreement (LAV) 0.15 De (max.)
Measurement Time 2 sec.
Large Area View (LAV) 25.4 mm Diameter
Medium Area View (MAV) 5.0 mm X 10.0 mm
*Small Area View (SAV) 12.0 mm Diameter
*Very Small Area View (VSAV) 3 mm Diameter
Uv Filter In / Out
*Visible Cut-Off Filter 420 nm / 465 nm / 560 nm
Specular Component Included / Excluded

Quality Assurance Purpose
Study of fastness of dyestuffs /
dispersing properties of pigments
Study of various stages of coloring
Study of various treatments on
the finished product
Study of effect of Optical Brighteners
Study of new colorant raw material
Study of effect of weathering

www.mbtradebd.com
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SS 6200
Spectrophotometer

SS 5100H
Spectrophotometer
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Yarn Dyeing Machine

Main Features : 
� Control of flow rate of the dye liquid: the main pump is subjected to frequency conversion speed 
regulating system as per different kinds of 
yarns and dyeing processes in order to 
economize on energy consumption and 
rationalize flow rate, thereby realizing 
optimum control of synchronous dyeing.
� Compact structure: heat exchanger, 
balance centrifugal pump and the 180 ~ 
commutating plate are an integral group with 
compact pipeline setup to save space.
� High efficiency and energy conserving heat 
exchanger with external pipeline has excellent heat exchange effectiveness, serves to shorten dye 
liquid circulating pipeline length and reduce bath ratio.
� Design of low bath ratio(1:4~1:6), to economize on dyes, agents and energy and reduce emission 
of waste to improve economic efficiency.
� Fast cleaning system to effectively reduce cleaning time and water consumption.
•Main pump not stopping at changeover of dye flow to increase circulation cycles and raise dyeing 
quality.
� Overflow type of material feeding system to effect dynamic mode of material digestion, 
effectively control speed and quantity of material feeding in order to ensure a homogeneous 
dyeing rate.
•Fast water in-feed and water drain to save processing time in repeated dyeing process.

Machine Capacity :  20,50,100,200,300,400,500,750,1000,1200,1500,2000,3000,5000kg 
The Main Technical Specifications
Typical Structure:
� Main vat has all parts in contact with dye liquid made with fine quality Austenite stainless steel.
� High efficiency balanced centrifugal pump with mechanical seals driven by electric motor with 
frequency conversion control.
� Vertical type of vat body, with lid open/close by balanced weight dropper and manually 
controlled vat lock, complete with electric safe interlocking setup (vat lid for DF241C-900 and up is 
fitted with air cylinder-aided weight dropper for opening/closing.
� Compact structured dye flow commutation and auto control system for switchover.
� Latest type high efficiency heat exchanger with external pipeline.
� Overflow type of material feeding system and return flow system and material digestion system 
are equipped with dye containers.
� Systems for main vat pressurizing and pressure relieving.
� Fully automatic proportional temperature rising system.
� Fast cleaning system.
� Main electric cabinet with programmable computer control.
� Quantified gradual material feeding system (standard setup for air-cushion type only)
� Internal/external dye condensing system (standard setup for fully filled type only)

www.mbtradebd.comwww.wxyuanfeng.com
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Hard Cone Winder

Wastewater Heat Recovery System

RDT-64 Cheese Hydro-ExtractorY Series Hank Yarn Dyeing MachineDF241B(C) Chesse Sample Dyeing Apparatus

Stalam Radio Frequency Dryers

Twisting Frame

Soft Cone Winder

Assume daily processing 200 tons a day, 
save calories: 200 tons / day x 64 DEG C 
x 1000Kcal / tons ( injection of the 
specific heat ) = 12800000Kcal / day. Is 
equivalent to: 12800000Kcal / day / 
600000Kcal = 21.3 tons of steam / day;
Steam days: savings of 21.3 tons / day x 
220 yuan / ton = 4686 yuan / day;

Steam year saving amount: 4686 yuan / day x 300 days / year = 1405800 yuan
System power consumption cost: 2.2Kw x 20 h x 300 days x 0.7 yuan / degree = 
9240 yuan: Annual savings: = ( steam year saving - system power consumption 
cost of warm water using rate ) x 70% = ( 1405800-9240 ) 70%-977600 element
(Note: if the sewage inlet water temperature decrease of water outlet temperature 
decrease accordingly

www.mbtradebd.comwww.jyxinjie.com
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Kingrise Open width
Felt Compacting Machine

PTE High Temperature Uniform Flow Dyeing Machine

R

TEXCOLOUR
Drum Garments
Dyeing Machines

Fabric Saple
Dyeing Machine

Fabric Inspection Machine

www.odesi.com.tr www.mbtradebd.com
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Automatic Adding Chemical Type IR Dyeing Machine Mat Dyeing Machine IR-12/24S

Dyecon
Dyecon International Textile
Machinery Manufacturer Co. Ltd.

Laboratory Dyeing & Finishing Machine

M. B. TRADE CORPORATION

www.dyeconinternational.com www.mbtradebd.com
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Electrolux Washing Machine W555H

Electrolux Tumble Dryer Machine T-5130

Electrolux Waxcotor Fom71CLS

Miele Washer & Dryer Machine

AATCC Whirpool Dryer Machine

Siemens Washer Roaches Opti DryerSiemens-Dryer

AATCC Approved Washing Machine

M. B. TRADE CORPORATION

www.mbtradebd.com
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In House Textile Lab Testing Equipment

CSM Cutter CSM Balance Button Pull Tester

Pantone TCS, TPX, CU

Shrinkage
Telplate & Scale Colour Measuring Device

Farnsworth QC Light Cabinet

Verivide Color Matching Cabinet JUST Color Matching Cabinet-Germany Mecbath QC Light Cabinet

Textile Moisture Meter 

Tilo Colour Assessment Cabinet

M. B. TRADE CORPORATION

www.mbtradebd.com
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Universale Tensile Strength Tester
Capacity: 300kg & 500kg
Brand: Testometric, Origin: UK

Purpose: Tensile Tester with multi-purpose pneumatic 
grips for textile Industry applications to evaluate 
Fabric tensile, Yarn tensile, Seam Slippage, Tear/peel 
bond, Attachments/Garments test, Zipper test, Button 
test.

Technical Specification.
a. Load Capacity (Tension & Compression): 5000N
b. Accuracy of Load Cells Class: 0.5 (±0.5%)
c. Speed Accuracy: ± 0.0005%
d. Positional Accuracy: ± 0.00125mm.
e. Maximum Stroke: 1100mm
f . Total Vertical Stroke: 1100mm 
g. Measuring Principle: Constant Rate of Extension (CRE)

Accessories:  Standard accessories, essential to 
conduct the Fabric tensile, Yarn tensile, Seam Slippage, 
Tear/peel bond, Attachments/Garments test, Zipper 
test, Button test, whether those are mentioned in the 
specification or not . 

appended below:
With all operational and optional accessories.
a. Load Cell : Model: LC500/ LC300 / LC50 / LC10 High accuracy grade 0.5 load cell.  Range 3000N tension and 
compression ,Resolution 0.01N. 800% overload capability without damage. 

b. 1 Set of Pneumatic Fabric Grips ( 2" Faces ) Pair of adjustable centre flat faced pneumatic Universal grips 
100mm for Tensile ,Seam Slippage , tear Strength   Breaking Strength & Elongation-Grab Test Standard Ref: 
ASTM D 5034 -2001 And Breaking Strength & Elongation-Strip Test Standard Ref:- ASTM D 5035:1995,   D 
434;1995 Jaw  ~  25 X 25 mm set Flat, 

1 set of 4 additional rubber faces for ACPN5 grips
ISO GRAB and Strip ~ 25 Wide X 50 mm  Deep,                 
Standard Ref:-EN ISO 13934-2000,13935-2,13936-2 ,BS 3320:1998,                     

1 set of 4 additional rubber faces for ACPN5 grips:-  ASTM Tongue Tear ~ 50mm wide X 50mm deep                                                        
Standard Ref:- ASTM D 2261;1996 Option-1 & 2 :-
ISO Tongue Tear ~ 50mm wide X 75mm deep. Standard Ref:- EN ISO 13937-1:2000

c. Pair of heavy duty Pneumatic Yarn Jaws: action Single yarn Strength grips 700N’ Testing Yarns, with 
aluminum jaw faces

d. Needle Clamp -1& 2: Seam slippage test

e. Ball-burst: Ball Burst Compression. Ball burst test, Comprises clamp and ball
Probe apparatus to ASTM 3787- Maximum load 5kN.

f. C-Clamps: Stretch and recovery test

g.  Pile Loop Extraction Kit: Loop extraction from terry towels

h.  Button Pull off 1kN

M. B. TRADE CORPORATION

www.mbtradebd.com
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M. B. TRADE CORPORATIONTextile Testing Lab Equipment

REFOND

R E F O N D  E Q U I P M E N T  CO. , LT D

Digital Smart Tear (128N)
Test Range: 

Including textile products, non-woven fabrics, paper, plastic and other sheet materials. 

Specification:
a)  Touchscreen Control

b)  Pendulums Types Auto Recognition.

c)  Heavy Duty Capacity: Max. 128N.

d)  Smart Calibration System.

e)  Automatic Result Saving.

f )  One-Key Transfer Data to PC.

g)  Easy-to-use PC software.

h)  Test Report Exports to Microsoft Excel Format.

i)  PC Software for Easy Printing.

j)  Unit Conversion Easily in PC software.

k)  Quick-to-Clamp Specimen Holders.

Standard test: 
ASTM D689B, ASTM D96a, ASTM D1424, BS EN ISO 13937, BS EN ISO 4674/2, BS EN ISO 21974, NEXT 
TM17, TAPPI T414, DIN 53128, GB / T 3917.1, M & S P29, JIS L1096

Martindale Abrasion & Pilling Tester
Test Scope: For the determination of the characteristic of abrasion and pilling of  textile fabrics, 
artificial leather, synthetic leather or film materials。
Specification：
a)   Working Positions：9 positions (or 6 positions for option)

b)   Abrasion Stoke Length：24±0.5mm,60.5±0.5mm, or straight-line motion。
c)   Load Weight：9kPa、12kPa adding weights。
d)   The rotational frequency of the drive unit：outer driving unit,47.5±2.5rpm，Inner driving unit,  

 44.5±2.4rpm.

e)   Pressing Weight：2.5±0.5kg

f )   Pressing Weight Diameter：120±10mm

g)   Dimension：750(L)×640(W)×360(H) mm 

h)  Weight：112kg

i)   Power：AC230V 50Hz/60Hz

Standards：ASTM D4966、ASTM D4970、BS 
3424-24、ISO 12945-2、ISO 12947、JIS L1096、GB/T 
4802.2、GB/T 13775、GB/T 21196-2、FZ/T 20020、
M&S, P17/P19/P19C、NEXT TM18/ TM18a/TM18b, 
etc.

www.mbtradebd.com
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M. B. TRADE CORPORATIONTextile Testing Lab Equipment

REFOND

R E F O N D  E Q U I P M E N T  CO. , LT D

ICI Pilling & Snagging Tester
Test Scope： 

Replicate Pilling or Snagging on Fabrics Due to Normal Wear. 
Parts & Consumables：Polyurethane sample mounting tubes (PU 
tubes)、Cork liner、Snagging Points、Pilling Box、ICI Snagging Box

Specification：
a)  LCD display with unique program controller

b)  Pre-programmed standard test modes：with rotation speed of 

60rpm or 30rpm and optional reversing mode

c)  Multi-selection of speed：20rpm、25rpm、30rpm、40rpm、
50rpm、60rpm、70rpm

d)  Pilling or Snagging box：4 box (or 2 box for option)

e)  Snagging Box：Optional

f )  Sample Mounting Jig：Optional

g)  Power：AC230V 50Hz/60Hz

h)  Dimensions： 890(L)×500(W)×850(H)mm

i)  Weight：about 100kg

Standards： BS 5811、BS8479、IWSTM 152、 NEXT 19、 M&S P18/P18A/P18B/P21A、 GB/T 4802.3 、ISO 12945.1

Pneumatic Autoburst
Test Scope:
Testing the knitted, woven and non-woven fabric, paper and cardboard 
in the bursting of the largest height and bursting pressure values
Consumables: Rubber diaphragm & a set of Acrylic bell test kits
Specification:
a)  The testing pressure range: 100kPa-1500kPa（or 200psi）
b)  Distension: 70mm
c)  Test Bells: 7.1cm2（diameter: 30mm）、7.3cm2（diameter: 30.5mm）、
7.55cm2 (diameter: 31mm）、10cm2（diameter: 35.7mm）、50cm2（
diameter: 79.8mm）、100cm2（diameter: 113mm）
d)  Test Bell Clamp Control: two button controls, and touch-screen 
software controls
e)  Preset number of test samples
f ) Automatic recognition for the bell size and diaphragm ring
g)  Test results are saved automatically, historical data recalls
h)  One-key-press to transfer stored test data to PC for storage.
i)  Integrated PC software can monitor test data online. 
j)  Pressure units: kPa, bar & PSI
k)  Test units: mm, cm & inch l)  Four test modes
l)  Compressed Air: 7 bars or above
Testing Standards:
ASTM D3786-06、ISO 13938-2、ISO 2758、 EDANA 80.3-99、NEXT 22 2006、 IWS TM29、M&S P27, GB/T 7742.2, M&S 
P27, Adidas TM 4.09, etc.

www.mbtradebd.com
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M. B. TRADE CORPORATIONTextile Testing Lab Equipment

REFOND

R E F O N D  E Q U I P M E N T  CO. , LT D

Washing Colorfastness Tester
Test Scope:  Dyed Textile Product
Consumables:
Specimen Container, Stainless Steel Ball, Stainless Steel Disc, 
Container Sealing Gasket
Specification:
a)  Test Capacity: 8 unit 550mL containers + 8 unit 1200mL 
containers
b)  Specimen rack rotation speed: 40±2rpm
c)  Capacity of container: 550mL, 1200mL
d)  Temperature range: Room temperature to 97ºC
e)  Temperature accuracy: 0.5ºC
f )  Rate of temperature rise: Maximum speed for 2ºC/min
g)  Internal materials: Imported Stainless Steel 316L
h)  Control panel: Touch screen
i)  Sample Rack Jog Motion for easy assembly of containers
j)  Safety device: Safety door switch, over-temperature protector and low water level protection
k)  Heating media: Distilled water
Test Standards:  AATCC 28/61/132/151/190, BS 1006 C01-C05, ISO 105 Part C01-C06/C08/D01, 
                                 M&S C4/C5/C10A/P3B, FTMS 191-5610, NEXT TM2/3/5, GB/T 5711/3921

Digital Crock Meter
Product Information: Crockmeter determines the color 
fastness of textiles to dry or wet rubbing. It includes counter, 
stainless steel clip, test finger (16mm diameter). 
Electronic Crockmeter includes digital electronic pre-settable 
counter. It motorized for frequent use and long run tests. Max. 
stroke up to 9999 times.
Test Scope: Used for testing fabric dry and wet rubbing 
fastness
Testing Standards: AATCC 8、AATCC 165、ASTM F1319、ISO 105 
D02、ISO 105 X12、JIS L0849、M&S C8、M&S C8A、GB/T 3920, 
GB/T 5712, NEXT 6, NEXT 10

Perspiration Tester
Test Scope:  Colorfastness test of textile to water, perspiration and sea water 
Loading weight set, perspiration tester and spring unit are crafted from 
imported high quality stainless steel 316, resistance to corrosion. Good 
appearance and durable.
Specification:
a)  AATCC weight set 3.63kg (8lb)
b)  ISO weight set 4.08kg (9lb)
c)  Weight of Acrylic 0.90kg(2lb)
Test Standards:  ISO 105 E01/E02/E04, AATCC 15, AATCC 106, AATCC 107, BS 
1006, M&S C6, M&S C7, GB/T 3922, GB/T 5713 and GB/T 5714.

www.mbtradebd.com

17



www.refondtex.com

M. B. TRADE CORPORATION

Random Pilling Tester

Flammability Tester

Drying Tate Tester (Air Flow Method)Air Permeability Tester

Gas Fume Chamber ICI Mace Snagging Tester

Hydraulic Autoburst Universal Wear Tester Circular Locus Tester

Circular Abrasion Tester Rotary Crockmeter Stretch Recovery Tester (Static Method)

Hydrostatic Head Tester Spray Rating Tester Dry Cleaning & Washing Cylinder

Textile Testing Lab Equipment

REFOND

R E F O N D  E Q U I P M E N T  CO. , LT D

www.mbtradebd.com
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Fiber & Yarn Testing Instruments

High Volume Fiber Tester (HVT) Warp Block-for Sliver Tester Yarn Evenness Tester

Warp Reel for Yarn Coun TesterAutomatic Single Yarn Strength Tester Computerized Yarn Count Tester

Yarn Strength Tester (CSP) Yarn Appareance Board Winder

Yarn Classimate Tester Yarn Tension Meter

www.magsolvics.com www.mbtradebd.com
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Yarn Twist Tester

b e y o n d  q u a l i t y

TM

M. B. TRADE CORPORATION

Textile Moisture Meter



M. B. TRADE CORPORATIONTextile Testing Lab Equipment

REFOND

R E F O N D  E Q U I P M E N T  CO. , LT D

ETP Testing Instruments

Orbital Shakers BOD Measuring Device

Muffle Furnace UV Visible Specrophotometer

COD Thermo Reactor DO & pH Meter Digital Micro Pipettes

General Incubator Magnetic Stirrer

Analytical Microscope

BOD Incubator

Formaldehyde Tester

www.mbtradebd.com
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M. B. TRADE CORPORATIONReplacement Spares for Dying & Finishing Machine

Cylinder  Pneumatic from Italy  

Differential Pressure Transmitters

Dyeing Machine Contoller HPHT Lab Dyeing Machine Controller Infrared Fabric Edge Sensor 

IR Heater for Datacolor Ahiba Dyeing 

lab Dyeing machine Controller Pressure Transmitters 

Bayonet-Mount-
Thermocouple-Sensor
for Datacolor, Mathis,
Dealim Lab Dyeing Machine

Rotory Conductor
for IR Dyeing
machine 

TBB 100 -  Temperature- Controller
for Rapid Dyeing and other Light Box Display

Motor Control Board-(FOM71CLS) Printed Circuit Board (FOM71CLS)

I/O Card (FOM71CLS)Display (FOM71CLS) I/O Card (W555H/W455H)

Motor Control Board (W455H, W555H)

Touch Screen  Computer
Dyeing Machine Controller

22
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www.mbtradebd.com

23

Textile Testing Comsumable Item

ENTERPRISES LIMITED

Grey ScalesCotton Lawn (Rubbing Cloth) SDC Multifibre DW Fabric

SDC Standard Reference Detergents & Auxiliaries SDC Phenolic Yellowing Products

SDC Light Fastness Fabrics Standards 1 to 8

Test Fabrics Consumables

SDC Martindale Consumables SDC Martindale Consumables

SDC Auxiliary Testing Products

Labourtory Glasswear Labourtory Chemical

AATCC Textile Consumable Item



M. B. TRADE CORPORATION

Xenon Light Fastness with B.S.T
Temperature & Humidity Control Room Conditioning System

pH Meter Needle Detctor

Digital Stroboscope - Japan

Fluke IR Thermal Image Scanner

Moisture Process Controller for Stenter & Dryers (Italy)

Textile Digital Moisture Meter (Italy)

StenterPaq ... The Stenter Oven
Temperature Profiling Solution

DataPaq Easy Track 2 Textile the Wrinkle Free &
Other Fingshed Garment Thermal Cure Processes

Fluke Process Instruments

Online Fabric Temperature Monitoring
for Stenters & Dryers

Innovative High Temperature
Infrared Pyrometers

www.mbtradebd.com
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Textile Testing Comsumable Item

ENTERPRISES LIMITED

Grey ScalesCotton Lawn (Rubbing Cloth) SDC Multifibre DW Fabric

SDC Standard Reference Detergents & Auxiliaries SDC Phenolic Yellowing Products

SDC Light Fastness Fabrics Standards 1 to 8

Test Fabrics Consumables

SDC Martindale Consumables SDC Martindale Consumables

SDC Auxiliary Testing Products

Labourtory Glasswear Labourtory Chemical

AATCC Textile Consumable Item
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Service & Calibration Centre:
House # 57, Road # 14

Sector # 13, Uttara Model Town
Dhaka-1230, Bangladesh

Tel/Fax: +88 02 58952974
sales.mcscontrols@gmail.com

Corporate Office:
House # 48, Road # 12, Sector # 13
Uttara Model Town, Dhaka-1230, Bangladesh
Tel/Fax: +88 02 58952974, Cell: +88 01713-461 968,
+88 01914-886 438, +88 01977-379680
E-mail: info@mbtradebd.com, sales@mbtrabebd.com

UNIQUE IN INDUSTRY.... 




